
Section 1 - Dvvg. B 

GENERAL SPECIFICATIONS 
Quantity Required _ 

PLAN VIEW 

Model: HT ACT—100—U Protected 
Double Wall Type I Oil Water Separator 
Capacity: 
Flow Rate: 
Steel Gouge: Head Shell 

"'-'gnt OWS Weig... . 
Surface prepTsSPCNo. 6 blast all exterior surfaces 
Exterior Coating Material: Coot with FibreThane 
70 mils head and shell) per ACT-1O0-U spec. 
Interior Coating (optional): 

Grode Level 
Elevation 

Extension 
(see note 3) 

Oiometer 

O STANDARD OIL WATER SEPARATOR EQUIPMENT 
1. Parallel Corrugated Plate Coalescer 
2. 4„ d;a. Oil Pump Out Pipe With Riser Pipe 

2, dia. Level Sensor Riser Pipe 
2 dio. N.P.T. - Fitting for Vent 
typ. both manways 

2" dip.N.P.T. -Fitting for Skimmer 
Isolation spool 

3. 
4. 

5. 
6. 

OPTIONAL EQUIPMENT 
7. Oil Skimmer 
8. Interface / Level Sensor 
9. Alarm / Control Panel 

10. Hold Down Strops / Turnbuckles 
11. Flanged Tee • 
12. Oil, influent, & effluent pumps & controls 

are available (not shown) 

• CONTRACTOR SUPPLIED EQUIPMENT 
1. Vent Piping (see note 1) 
2. Grade-Level Manway ana Cover 

Grade—Level Concrete Hold—down Pad 
Concrete Base Pad (or dead—man weiqhts 
Approved Bedding Materia! ' 
Interstice Monitoring pipe to Grade Level 

3. 
4. 
5. 
6. 

GENERAL NOTES 
1. 

2. 
3. 

4. 

Vent piping — inlet and outlet 
must be vented separately; manway 
vent piping may be manifolded together 

Standard size manways listed, 
larger sizes available 

Manway extensions vary with 
separator burial depth 

Level Sensor and Oil Pump out pipes 
550, 1,000 8c 2,000 gal separators ore 
located adjacent to each other across the 
diameter of the tank. 

K Recommended quantity 
of Hold Down strops 
(if required) 

SECTION A -

REVISIONS 

MUM 
STOYSTOWN PA. MANHEIM PA. 

GREENSBORO NC. SOMERSWORTH NH. 
WATERVLIET NY. 

QUOTE NO: 
DD~ IC_T HcxW HT ACT—tOO—U Double M Tree I 
PROJECT: og Woler Seporotor ^ 
SCALE: |DATE: DWG. BY: CHK'D BY DWG. NO.: 

HTDWIA 


